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AFIAS and ichroma™ are trademarks of Boditech Med Inc. AFIAS meets the EMC guideline as per EN 61326-2-6.
For sales queries, please contact sales@boditech.co.kr

Technical specifications

Test throughput

Sample capacity

Sample type

Sample tubes

Sample barcode types

Result storage

Control unit

Result output

Electrical Requirements

Physical dimensions

Weight

Parameter

50 up to 85 tests/hour

Up to  50 samples/1 set

Stool

Specific stool collection tube

Internal code 128; Interleaved 2 of 5; Code 39

5,000 tests

10.1” TFT touch screen color monitor
LCD screen
Internal printer
RS-232 port
LIS / HIS connection

AC 110-240V, 47-63 Hz, 1.1-2.2 A

610.58 (h)  x 610 (w) x 606.58 (d) mm

49kg

All ichroma™ parameters are available on AFIAS-50.
Cardiac, cancer, diabetes, rheumatoid arthritis,
hormone, infection and infectious diseases, etc
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Open stability is the same as shelf life 
since ichromaTM cartridges are packed 
individually

Do not need any consumable

High throughput

Whole blood

Specification

Open stability

No consumable

Up to 85 tests/hour

Small amount of sample

AFIAS-50 is a fully automated immuno-fluorescence assay system which 

can use human whole blood, serum, plasma, and finger tip blood. It is 

suitable for ichromaTM cartridges 

Features

hCG 

PCT

CRP

TSH

iFOB

Sexual hormone

Sepsis/Antibiotics

Inflammation

Thyroid function

Colorectal cancer


